
Technology
See what you need CV-902

Surveillance Camera

Indoor Use

View Places That You Couldn’t
Even See Before

Model   CV-902 
Image Sensor  1/3” Sharp Color CCD
Video Signal   NTSC/ PAL 
Signal Processor   Digital DSP
Number of Pixels   NTSC 510(H)x492(V)/ PAL 500(H)x582(V) 
Scanning System  2:1  INTERLACE 
Sync. Type   Internal 
Scan Frequency   Horizontal:15.75KHz,Vertical:60Hz
Horizontal Resolution  NTSC 420 TVL/ PAL 480 TVL 
Min. Illumination   0.2 Lux
Electronic Shutter Speed 1/60 ~ 1/10000 Sec./Off: 1/50sec
Video Output    1.0Vp Composite Output

Eclipse   YES
Back Light Compensation  Auto (On / Off Switch)
White Balance Control Auto  
S/ N Ration   >48Db (AGC Off)
Iris Control  DC / Video Selectable
Gain Control   SAGC / NAGS Switch 
Current Consumption  150mA 
LENS    Optional 
Power Supply   DC12V 1.0A
Dimension  56 (W) x 50 (H) x 120 (D)mm
Weight   340g
Operation Temperature -10 °C ~ +50 °C 

Specifications

Cview Technology http://www.cviewtech.com/

* Lens is not included.
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